


[l MOLVENO OEM SERVICE

Electrical Fittings & Cable Glands

" Produdts

iis;fsgﬁg': Glands & Standard Series Metric Thread Cable Glands
Liquid tight, easy to assemble, good strain relief, wide clamping range, multipurpose applications, easy handling.

Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series

Conus Series
Cable Protection Series

Lock Nuts
Blind Stops
Protection Tabs

Metal Cable Glands &
Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure
Balance Elements)

Technical Details

Conduit Fittings Material Polyamide 6
Customer Oriented Products Protection class IP 68 - 5 bar
Oper. temperature -30°C to +80°C perma
-30°C up to +150°C int
Seal Chloroprene

Manufactured according to the requirements of

Metric Thread Cable Glands

CODES TECHNICAL INFORMATIONS PAC
o CABLE
= CLAMPING RANGE  INNER

RAL 7001 RAL 7035 RAL 9005 RAL 5015 RAL 9003 RAL 3020 SIZE TD(mm) TL(mm) SW(mm) MAX.H(mm) D(mm)  ®(min-max) mm QUANTI

BM-0S  BM-1S  BM-2S  BM-3S  BM-4S  BM-5S  M12X1,5 12 8 15 22 171 30 - 65 1
BM-11  BM-21  BM-31  BM-41  BM-51  M16X1,5 16 10 22 28 250 50 - 100 5 BN
BM-11L BM-21L BM-31L BM-41L BM-51L  M16X1,5 16 15 22 28 250 50 - 100 5
BM-12  BM-22  BM-32  BM-42  BM-52  M20X1,5 20 10 24 29 278 60 - 120 5 BN
BM-12L BM-22L BM-32L BM-42L BM-52L  M20X1,5 20 15 24 29 278 60 - 120 5
BM-13  BM-23  BM-33  BM-43  BM-53  M20X15 20 10 27 31 308 100 - 140 5 B
BM-14  BM-24  BM-34  BM-44  BM-54  M20X1,5 20 15 27 31 308 100 - 140 5 B
BM-15  BM-25  BM-35  BM-45  BM-55  M25X15 25 10 33 35 378 130 - 180 2 B
BM-16  BM-26  BM-36  BM-46  BM-56  M25X1,5 25 15 33 35 378 130 - 180 2 B
BM-17  BM-27  BM-37  BM-47  BM-57  M32X1,5 32 18 42 40 48,0 180 - 250 2 B
BM-18  BM-28  BM-38  BM-48  BM-58  M40X1,5 40 18 53 49 600 220 - 320 1 B
BM-19  BM-29  BM-39  BM-49  BM-59  M50X1,5 5018 60 49 67,730,0-38,0 1

BM-10 BM-20 BM-30 BM-40 BM-50 BM-60  M63X1,5 63 18 65 49 72,2 34,0 - 44,0 1

Glands With Reducing Sealing

CODES TECHNICAL INFORMATIONS PACK
r CABLE
ok CLAMPING RANGE  INNER P
RAL 7001 RAL 7035 RAL 9005 RAL 5015 RAL 9003 RAL 3020 SIZE TD(mm) TL(mm) SW (mm) MAX.H(mm) D(mm) @ (min-max) mm QUANTIT
BI-0S BI-1S BI-2S BI-3S BI-4S BI-5S M12X1,5 iz | & 15 22 171 20 - 50 10
BI-11 BI-21 BI-31 BI-41 BI-51 M16X1,5 16 10 22 28 250 30 - 7,0 50
BI-11L  BI-21L  BI-31L  Bl-41L  BI-51L  M16X15 16 15 22 28 250 30 - 70 50
BI-12 BI-22 BI-32 BI-42 BI-52 M20X1,5 20 10 24 29 278 50 - 90 50
BI-12L  BI-22L  BI-32L  Bl-42L  BI-52L  M20X15 20 15 24 29 278 50 - 90 50
BI-13 BI-23 BI-33 BI-43 BI-53 M20X1,5 20 10 27 31 308 70 - 120 50
BI-14 BI-24 BI-34 BI-44 BI-54 M20X1,5 20 15 27 31 308 70 - 120 50
BI-15 BI-25 BI-35 BI-45 BI-55 M25X1,5 25 10 33 35 378 90 - 160 25
BI-16 BI-26 BI-36 BI-46 BI-56 M25X1,5 25 15 33 35 378 90 - 160 25
BI-17 BI-27 BI-37 BI-47 BI-57 M32X1,5 32 18 42 40 48,0 12,0 - 200 20

BI-18 BI-28 BI-38 BI-48 BI-58 M40X1,5 4018 53 49 60,0 20,0 - 26,0 10
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M MOLVENO OEM SERVICE

Electrical Fittings & Cable Glands

Products  Quality cerfificates Homepage

Plastic Cable Glands &

Je———— Standard Series Euro Metric Cable Glands

Produced following new EN 50262, water tight, easy assemble, good strain relief, wide clamping range, multipurpose applications, easy han
Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series

Conus Series
Cable Protection Series

Lock Nuts
Blind Stops
Protection Tabs

Metal Cable Glands &
Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure
Balance Elements)

Technical Details

Conduit Fittings Material Polyamide 6
Customer Oriented Products Protection class IP 68 - 5 bar
Oper. temperature -30°C to +80°C
-30°C upto +15
Seal Chloroprene

Manufactured according to the requireme

Euro Metric Thread Cable Glands

CODES TECHNICAL INFORMATIONS
o CABLE
< CLAMPING RANGE

RAL 7001 RAL 7035 RAL 9005 RAL 5015 RAL 9003 RAL 3020 SIZE TD(mm) TL(mm) SW (mm) MAX.H(mm) D (mm) @ (min-max) mm
BM-EN-0S BM-EN-1S BM-EN-2S BM-EN-3S BM-EN-4S BM-EN-5S M12X1,5 12 6 15 22 17,1 3,0 - 6,5 BM-EN-01

BM-EN-11 BM-EN-21 BM-EN-31 BM-EN-41 BM-EN-51 M16X1,5 16 8 19 25 21,6 4,0 - 8,0 BM-EN-02

BM-EN-12 BM-EN-22 BM-EN-32 BM-EN-42 BM-EN-52 M20X1,5 20 10 24 29 27,8 6,0 - 12,0 BM-EN-03

BM-EN-13 BM-EN-23 BM-EN-33 BM-EN-43 BM-EN-53 M25X1,5 258 29 & 33,511,0 - 17,0 BM-EN-04

BM-EN-14 BM-EN-24 BM-EN-34 BM-EN-44 BM-EN-54 M32X1,5 3210 36 39 40,9 15,0 - 21,0 BM-EN-05

BM-EN-15 BM-EN-25 BM-EN-35 BM-EN-45 BM-EN-55 M40X1,5 4010 46 44 52,0 19,0 - 28,0 BM-EN-06

BM-EN-16 BM-EN-26 BM-EN-36 BM-EN-46 BM-EN-56 M50X1,5 5018 60 49 67,7 30,0 - 38,0 BM-EN-07

BM-EN-17 BM-EN-27 BM-EN-37 BM-EN-47 BM-EN-57 M63X1,5 6318 65 49 72,234,0-44,0




[l MOLVENO OEM SERVICE

Products

Electrical Fittings & Cable Glands

Quality cerfificates

Plastic Cable Glands &
Accessories

Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series
Conus Series
Cable Protection Series

Lock Nuts
Blind Stops
Protection Tabs

Metal Cable Glands &
Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure
Balance Elements)

Conduit Fittings

Customer Oriented Products

Standard Series Pg Thread Cable Glands

Pg Thread Cable Glands

Liquid tight, easy to assemble, good strain relief, wide clamping range, multipurpose applications, easy handling.

Technical Details
Material
Protection class

Oper. temperature

Seal

Polyamide 6
IP 68 - 5 bar

-30°C to +80°C perma
-30°C up to +150°C int

Chloroprene

CODES TECHNICAL INFORMATIONS PACK
= CABLE
o et CLAMPING RANGE  INNER P
RAL 7001 RAL 7035 RAL 9005 RAL 5015 RAL 9003 RAL 3020 SIZE TD(mm) TL(mm) SW (mm) MAX.H(mm) D(mm) & (min-max) mm  QUANTIT
BS-01 BS-11 BS-21 BS-31 BS-41 BS-51 Pg7 &3 8 15 22 17,1 3,0-6,5 10
BS-02 BS-12 BS-22 BS-32 BS-42 BS-52 Pg9 16 8 19 25 21,6 4,0-8,0 50
BS-03 BS-13 323 BSESE BS-43 BS-53 Pgll 19 8 22 28 25,0 5,0-10,0 50
BS-04 BS-14 BS-24 BS-34 BS-44 BS-54 Pg13,5 21 9 24 29 27,8 6,0-12,0 50
BS-05 BS-15 BS-25 BS-35 BS-45 BS-55 Pgl16 23 10 27 il 30,8 10,0 - 14,0 50
BS-06 BS-16 BS-26 BS-36 BS-46 BS-56 Pg21 29 11 2k 35 37,8 13,0-18,0 25
BS-07 BS-17 BS-27 BS-37 BS-47 BS-57 Pg29 & 11 42 40 48,0 18,0 - 25,0 20
BS-08 BS-18 BS-28 BS-38 BS-48 BS-58 Pg36 47 13 5 49 60,0 22,0-32,0 10
BS-09 BS-19 BS-29 BS-39 BS-49 BS-59 Pg42 54 i 60 49 67,7 30,0-38,0 10
BS-10 BS-20 BS-30 BS-40 BS-50 BS-60 Pg48 59 14 65 49 72,2 34,0-44,0 10
Glands With Reducing Sealing
CODES TECHNICAL INFORMATIONS PACK
q= CABLE
i CLAMPING RANGE  INNER P
RAL 7001 RAL 7035 RAL 9005 RAL 5015 RAL 9003 RAL 3020 SIZE TD(mm) TL(mm) SW (mm) MAX.H(mm) D(mm) & (min-max) mm  QUANTIT
BSR-01 BSR-11 BSR-21 BSR-31 BSR-41 BSR-51 Pg7 &3 8 15 22 17,1 2,0-50 10
BSR-02 BSR-12 BSR-22 BSR-32 BSR-42 BSR-52 Pg9 16 8 19 25 21,6 2,0-6,0 50
BSR-03 BSR-13 BSR-23 BSR-33 BSR43 BSR-53 Pgll 19 8 22 28 25,0 3,0-7,0 50
BSR-04 BSR-14 BSR-24 BSR-34 BSR-44 BSR-54 Pg13,5 21 9 24 29 27,8 5,0-9,0 50
BSR-05 BSR-15 BSR-25 BSR-35 BSR-45 BSR-55 Pgl6 23 10 27 il 30,8 7,0-12,0 50
BSR-06 BSR-16 BSR-26 BSR-36 BSR-46 BSR-56 Pg21 29 11 2k 35 37,8 9,0-16,0 25
BSR-07 BSR-17 BSR-27 BSR-37 BSR-47 BSR-57 Pg29 & 11 42 40 48,0 12,0-20,0 20
BSR-08 BSR-18 BSR-28 BSR-38 BSR-48 BSR-58 Pg36 47 13 5 49 60,0 20,0-26,0 10
BSR-09 BSR-19 BSR-29 BSR-39 BSR-49 BSR-59 Pg42 54 i 60 49 67,7 25,0-31,0 10
BSR-10 BSR-20 BSR-30 BSR-40 BSR-50 BSR-60 Pg48 59 14 65 49 72,2 29,0-35,0 10










M MOLVENO OEM SERVICE

Electrical Fittings & Cable Glands

Products  Quality cerfificates Homepage
i'c"":;g’sgfi‘:': Glands & Conus Series Pg Thread Cable Glands
Consisting of a hardened plastic casing and pressure screw.
Intro-IP 68 Polyamide Cable
Glands
Standard Series
Conus Series o
Cable Protection Series =
Lock Nuts
Blind Stops k —
Protection Tabs
e 5
Ex-Proof Cable Glands & —
Accessories _
—
Stainless Steel Glands
Ventilation Plugs (Pressure
EEIENCE SR Technical Details
Conduit Fittings Material Polyamide 6
Customer Oriented Products Protection class IP54
Oper. temperature -30°C to +80°C permanent
Seal PVC
Pressure washer PP
Pg Thread Cable Glands
CODES TECHNICAL INFORMATIONS PACKING INFORMATI
e CABLE
e CLAMPING RANGE INNER PACK
RAL 7035 SIZE TD (mm) TL (mm) SW (mm) MAX. H (mm) D (mm) @ (min-max) mm QUANTITY (pcs) QUAN
BD-11 Pg7 13 8 15 22 14,0 3,0-6,0 100
BD-12 Pg9 16 8 19 23 17,0 45-17,0 100
BD-13 Pg11 19 8 22 25 21,2 6,0-9,0 100
BD-14 Pg13,5 21 9 24 26 22,8 9,0-12,0 100
BD-15 Pg16 23 10 27 28 25,2 11,0 - 14,0 100
BD-16 Pg21 29 11 33 32 31,8 14,0 -18,0 50
BD-17 Pg29 37 11 42 36 43,0 18,0 - 25,0 25
BD-18 Pg36 47 13 53 47 53,1 25,0 - 32,0 10




[l MOLVENO OEM SERVICE

Electrical Fittings & Cable Glands

Products  Quality certificates

Plastic Cable Glands &
Accessories

Cable Protection Series Metric Thread Cable Glands
Offers additional security against conductor damage espesially in moving machine parts.
Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series
I |

Conus Series

Cable Protection Series

Lock Nuts
Blind Stops
Protection Tabs

Metal Cable Glands &
Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure

EEIENCE SR Technical Details
Conduit Fittings Material Polyamide 6
Customer Oriented Products Protection class IP 68 - 5 bar
Oper. temperature -30°C to +80°C permanen
-30°C up to +150°C interm
Seal Chloroprene

Metric Thread Cable Glands

CODES TECHNICAL INFORMATIONS PACKING INF
e CABLE
- MAX. CLAMPING RANGE INNER PACK
RAL 7001 RAL 7035 RAL 9005 SIZE TD (mm) TL (mm) SW (mm) H (mm) D (mm) ® (min-max) mm QUANTITY (pcs)
BMSP-0S BMSP-1S BMSP-2S M12X1,5 12 8 15 55 17,1 3,0-6,5 100
BMSP-01 BMSP-11 BMSP-21 M16X1,5 16 10 22 79 25,0 5,0-10,0 50
BMSP-01L BMSP-11L BMSP-21L M16X1,5 16 15 22 79 25,0 5,0-10,0 50
BMSP-02 BMSP-12 BMSP-22 M20X1,5 20 10 24 95 27,8 6,0-12,0 50
BMSP-02L BMSP-12L BMSP-22L M20X1,5 20 15 24 95 27,8 6,0-12,0 50
BMSP-03 BMSP-13 BMSP-23 M20X1,5 20 10 27 105 30,8 10,0 - 14,0 50
BMSP-04 BMSP-14 BMSP-24 M20X1,5 20 15 27 105 30,8 10,0-14,0 50
BMSP-05 BMSP-15 BMSP-25 M25X1,5 25 10 B33 118 37,8 13,0-18,0 25
BMSP-06 BMSP-16 BMSP-26 M25X1,5 25 15 3 118 37,8 13,0-18,0 25

Glands With Reducing Sealing

CODES TECHNICAL INFORMATIONS PACKING INF
e CABLE
- MAX. CLAMPING RANGE INNER PACK
RAL 7001 RAL 7035 RAL 9005 SIZE TD (mm) TL (mm) SW (mm) H (mm) D (mm) ® (min-max) mm QUANTITY (pcs)
BISP-0S BISP-1S BISP-2S M12X1,5 12 8 15 55 17,1 2,0-50 100
BISP-01 BISP-11 BISP-21 M16X1,5 16 10 22 79 25,0 3,0-7,0 50
BISP-01L BISP-11L BISP-21L M16X1,5 16 15 22 79 25,0 3,0-7,0 50
BISP-02 BISP-12 BISP-22 M20X1,5 20 10 24 95 27,8 5,0-9,0 50
BISP-02L BISP-12L BISP-22L M20X1,5 20 15 24 95 27,8 5,0-9,0 50
BISP-03 BISP-13 BISP-23 M20X1,5 20 10 27 105 30,8 7,0-12,0 50
BISP-04 BISP-14 BISP-24 M20X1,5 20 15 27 105 30,8 7,0-12,0 50
BISP-05 BISP-15 BISP-25 M25X1,5 25 10 B33 118 37,8 9,0-14,0 25
BISP-06 BISP-16 BISP-26 M25X1,5 25 15 3 118 37,8 9,0 - 14,0 25
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Plastic Cable Glands &

. Cable Protection Series Pg Thread Cable Glands

Offers additional security against conductor damage espesially in moving machine parts.
Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series

Conus Series
Cable Protection Series

Lock Nuts
Blind Stops
Protection Tabs

Metal Cable Glands &
Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure

EEIENCE SR Technical Details
Conduit Fittings Material Polyamide 6
Customer Oriented Products Protection class IP 68 - 5 bar
Oper. temperature -30°C to +80°C permanen
-30°C up to +150°C interm
Seal Chloroprene

Pg Thread Cable Glands

CODES TECHNICAL INFORMATIONS PACKING INF
e CABLE
- s CLAMPING RANGE INNER PACK
RAL 7001 RAL 7035 RAL 9005  SIZE TD (mm) TL (mm) SW(mm) MAX.H(mm) D (mm) @ (min-max) mm QUANTITY (pcs)
BSSP-01 BSSP-11 BSSP-21 Pg7 13 8 15 B5) 17,1 3,0-6,5 100
BSSP-02 BSSP-12 BSSP-22 Pg9 16 8 19 66 21,6 4,0-8,0 50
BSSP-03 BSSP-13 BSSP-23 Pg11l 19 8 22 79 25,0 5,0-10,0 50
BSSP-04 BSSP-14 BSSP-24 Pg13,5 21 9 24 95 27,8 6,0-12,0 50
BSSP-05 BSSP-15 BSSP-25 Pg16 23 10 27 105 30,8 10,0 - 14,0 50
BSSP-06 BSSP-16 BSSP-26 Pg21 29 11 B33 118 37,8 13,0- 18,0 25

Glands With Reducing Sealing

CODES TECHNICAL INFORMATIONS PACKING INF
i CABLE
- CLAMPING RANGE INNER PACK
RAL 7001 RAL 7035 RAL 9005  SIZE TD (mm) TL (mm) SW(mm) MAX.H(mm) D (mm) @ (min-max) mm QUANTITY (pcs)
BSRP-01 BSRP-11 BSRP-21 Pg7 13 8 15 B5) 17,1 2,0-50 100
BSRP-02 BSRP-12 BSRP-22 Pg9 16 8 19 66 21,6 2,0-6,0 50
BSRP-03 BSRP-13 BSRP-23 Pg11l 19 8 22 79 25,0 3,0-7,0 50
BSRP-04 BSRP-14 BSRP-24 Pg13,5 21 9 24 95 27,8 5,0-9,0 50
BSRP-05 BSRP-15 BSRP-25 Pgl16 23 10 27 105 30,8 7,0-12,0 50

BSRP-06 BSRP-16 BSRP-26 Pg21 29 ALl 33 118 37,8 9,0 -16,0 25
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Products

Electrical Fittings & Cable Glands

Quality certificates

Plastic Cable Glands &
Accessories

Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series
Conus Series
Cable Protection Series

Lock Nuts
Blind Stops
Protection Tabs

Metal Cable Glands &
Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure
Balance Elements)

Conduit Fittings

Customer Oriented Products

NPT Thread Cable Glands

Cable Protection Series NPT Thread Cable Glands

Offers additional security against conductor damage espesially in moving machine parts.

Technical Details
Material
Protection class

Oper. temperature

Polyamide 6
IP 68 - 5 bar

-30°C to +80°C permanen
-30°C up to +150°C interm

Seal

Chloroprene

CODES

TECHNICAL INFORMATIONS PACKING INF
= CABLE
el CLAMPING RANGE INNER PACK
RAL 7001  RAL 7035 RAL 9005  SIZE D (") TL (") SW () MAX.H(mm) D (mm) ® (min-max) " QUANTITY (pcs)
BNSPA-01 BNSPA-11 BNSPA-21 NPT3/8 0,653 0,590 0,866 79 25,0 0,197 - 0,394 50
BNSPB-02 BNSPB-12 BNSPB-22 NPT1/2 0,809 0,590 0,945 95 27,8 0,236 - 0,472 50
BNSPC-02 BNSPC-12 BNSPC-22 NPT1/2 0,815 0,590 1,063 105 30,8 0,394 - 0,551 50
BNSPD-03 BNSPD-13 BNSPD-23 NPT3/4 1,020 0,590 1,299 118 37,8 0,551- 0,709 25
Glands With Reducing Sealing
CODES TECHNICAL INFORMATIONS PACKING INF
= 1= CABLE
sk CLAMPING RANGE INNER PACK
RAL 7001  RAL 7035 RAL 9005  SIZE D (") TL (") SW () MAX.H(mm) D (mm) ® (min-max) " QUANTITY (pcs)
BNSPA-01R BNSPA-11R BNSPA-21R NPT3/8 0,653 0,590 0,866 79 25,0 0,118 - 0,276 50
BNSPB-02R BNSPB-12R BNSPB-22R NPT1/2 0,809 0,590 0,945 95 27,8 0,197 - 0,354 50
BNSPC-02R BNSPC-12R BNSPC-22R NPT1/2 0,815 0,590 1,063 105 30,8 0,276 - 0,472 50
BNSPD-03R BNSPD-13R BNSPD-23R NPT3/4 1,020 0,590 1,299 118 37,8 0,354- 0,630 25
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Products

Electrical Fittings & Cable Glands

Quality certificates

Plastic Cable Glands &
Accessories

Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series
Conus Series
Cable Protection Series

Lock Nuts
Blind Stops
Protection Tabs

Metal Cable Glands &
Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure
Balance Elements)

Conduit Fittings

Customer Oriented Products

Cable Protection Series G (Pf) Thread Cable Glands

Offers additional security against conductor damage espesially in moving machine parts.

Technical Details
Material
Protection class

Oper. temperature

Seal

Polyamide 6
IP 68 - 5 bar

-30°C to +80°C permanen
-30°C up to +150°C interm

Chloroprene

G (PF) Thread Cable Glands

CODES TECHNICAL INFORMATIONS PACKING INF
e CABLE
el CLAMPING RANGE INNER PACK
RAL 7001 RAL 7035 RAL 9005  SIZE TD (mm) TL (mm) SW(mm) MAX.H(mm) D (mm) @ (min-max) mm QUANTITY (pcs)
BFSP-01 BFSP-11 BFSP-21 PF3/8 17 11 22 79 25,0 5,0-10,0 50
BFSP-02 BFSP-12 BFSP-22 PF1/2 21 11 24 95 27,8 6,0-12,0 50
BFSP-03 BFSP-13 BFSP-23 PF1/2 21 11 27 105 30,8 10,0-14,0 50
BFSP-04 BFSP-14 BFSP-24 PF3/4 27 12 82 188 37,8 13,0-18,0 25
Glands With Reducing Sealing
CODES TECHNICAL INFORMATIONS PACKING INF
e CABLE
el CLAMPING RANGE INNER PACK
RAL 7001 RAL 7035 RAL 9005  SIZE TD (mm) TL (mm) SW(mm) MAX.H(mm) D (mm) @ (min-max) mm QUANTITY (pcs)
BFSR-01 BFSR-11 BFSR-21 PF3/8 17 11 22 79 25,0 3,0-7,0 50
BFSR-02 BFSR-12 BFSR-22 PF1/2 21 11 24 95 27,8 50-9,0 50
BFSR-03 BFSR-13 BFSR-23 PF1/2 21 11 27 105 30,8 7,0-12,0 50
BFSR-04 BFSR-14 BFSR-24 PF3/4 27 12 82 118 37,8 9,0-16,0 25
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Products

Quality certificates

Electrical Fittings & Cable Glands

Homepaoge

Plastic Cable Glands &
Accessories

Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series
Conus Series
Cable Protection Series

Lock Nuts
Blind Stops
Protection Tabs

Metal Cable Glands &
Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure
Balance Elements)

Conduit Fittings

Customer Oriented Products

Metric Thread Lock Nuts
Hexagonal lock nuts made of polyamide, glass fibre reinforced.

=
O OO0

Technical Details

Material Polyamide 6, 30% glass fibre reinforced
Metric Thread Lock Nuts
CODES TECHNICAL INFORMATIONS PACKING INFORMATIONS
e INNER PACK  BOX
e QUANTITY  QUANTITY

RAL 7001  RAL 7035 RAL 9005 RAL 5015 RAL 9003 RAL 3020  SIZE H(mm) SW (mm) D (mm) (pcs) (pcs)
BML-0S BML-1S BML-2S BML-3S BML-4S BML-5S M12X1,5 5 18 19,5 100 10.000
BML-01 BML-11 BML-21 BML-31 BML-41 BML-51 M16X1,5 5 22 24,2 50 7.000
BML-02 BML-12 BML-22 BML-32 BML-42 BML-52 M20X1,5 6 26 28,6 50 5.000
BML-03 BML-13 BML-23 BML-33 BML-43 BML-53 M25X1,5 6 32 35,0 50 3.750
BML-04 BML-14 BML-24 BML-34 BML-44 BML-54 M32X1,5 7 41 46,1 25 2.000
BML-05 BML-15 BML-25 BML-35 BML-45 BML-55 M40X1,5 7 50 55,3 10 1.000
BML-06 BML-16 BML-26 BML-36 BML-46 BML-56 M50X1,5 8 60 66,1 10 750
BML-07 BML-17 BML-27 BML-37 BML-47 BML-57 M63X1,5 8 75 82,5 10 500
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Electrical Fittings & Cable Glands

Products  Quality cerfificates

Homepaoge

Plastic Cable Glands &
Accessories

Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series
Conus Series
Cable Protection Series

Lock Nuts
Blind Stops
Protection Tabs

Metal Cable Glands &
Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure
Balance Elements)

Conduit Fittings

Customer Oriented Products

Pg Thread Lock Nuts

Hexagonal lock nuts made of polyamide, glass fibre reinforced.

>

© o
O o

Pg Thread Lock Nuts

Technical Details

Material

Polyamide 6, 30% glass fibre reinforced

CODES TECHNICAL INFORMATIONS PACKING INFORMATIONS

— c

s INNER PACK BOX
RAL 7001 RAL 7035 RAL 9005 SIZE H(mm) SW (mm) D (mm) QUANTITY (pcs) QUANTITY (pcs)
BL-01 BL-11 BL-21 Pg7 5 19 21 50 10.000
BL-02 BL-12 BL-22 Pg9 5 22 24 50 9.000
BL-03 BL-13 BL-23 Pg1l 5 24 26 50 7.000
BL-04 BL-14 BL-24 Pg13.5 6 27 29 50 5.000
BL-05 BL-15 BL-25 Pg16 6 30 33 50 4.000
BL-06 BL-16 BL-26 Pg21 7 36 39 25 2500
BL-07 BL-17 BL-27 Pg29 7 46 50 20 1.500
BL-08 BL-18 BL-28 Pg36 8 60 66 10 750
BL-09 BL-19 BL-29 Pg42 8 65 73 10 500
BL-10 BL-20 BL-30 Pg48 8 70 78 10 500
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Plastic Cable Glands &
Accessories

Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series

NPT Thread Lock Nuts

Hexagonal lock nuts made of polyamide, glass fibre reinforced.

Conus Series
Cable Protection Series

Lock Nuts

Blind Stops Q °
Protection Tabs

Metal Cable Glands & O °
Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure
Balance Elements)

Technical Details
Conduit Fittings

Material Polyamide 6, 30% glass fibre reinforced
Customer Oriented Products
NPT Thread Lock Nuts
CODES TECHNICAL INFORMATIONS PACKING INFORMATIONS
= c
> INNER PACK BOX

=) A
RAL 7001 RAL 7035 RAL 9005 SIZE H(mm) SW (mm) D (mm) QUANTITY (pcs) QUANTITY (pcs)
BPL-01 BPL-11 BPL-21 NPT3/8 5 22 25,0 50 7.000
BPL-02 BPL-12 BPL-22 NPT1/2 5 27 30,5 50 5.000
BPL-03 BPL-13 BPL-23 NPT3/4 5 33 37,5 25 2.500

BPL-04 BPL-14 BPL-24 NPT1 6 47 46,5 20 1.500
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Plastic Cable Glands &
e ———— G (PF) Thread Lock Nuts

Hexagonal lock nuts made of polyamide, glass fibre reinforced.

Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series

Conus Series
Cable Protection Series

Lock Nuts

Blind Stops @ o
Protection Tabs

Metal Cable Glands &

Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure
Balance Elements)

Technical Details
Conduit Fittings

Material Polyamide 6, 30% glass fibre reinforced
Customer Oriented Products
G (PF) Thread Lock Nuts
CODES TECHNICAL INFORMATIONS PACKING INFORMATIONS
f_’ =
> INNER PACK BOX

=) A
RAL 7001 RAL 7035 RAL 9005 SIZE H(mm) SW (mm) D (mm) QUANTITY (pcs) QUANTITY (pcs)
BFL-01 BFL-11 BFL-21 PF3/8 5 22 25,0 50 7000
BFL-02 BFL-12 BFL-22 PF1/2 5 27 30,5 50 5000
BFL-03 BFL-13 BFL-23 PF3/4 5 33 37,5 25 2500

BFL-04 BFL-14 BFL-24 R 6 47 47,5 20 1500
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Plastic Cable Glands &
Accessories

Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series

Metric Thread Lock Nuts
Hexagonal lock nuts made of polyamide, glass fibre reinforced.

Conus Series
Cable Protection Series

Lock Nuts
Blind Stops

Protection Tabs

Metal Cable Glands &
Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure
Balance Elements)

Technical Details
Conduit Fittings Material Polyamide 6, 30% glass fibre reinforced

Customer Oriented Products

Metric Thread Lock Nuts

CODES TECHNICAL INFORMATIONS PACKING INFORMATIONS
- _,_—J:' INNER PACK BOX
RAL 7001 RAL 7035 RAL 9005 SIZE H(mm) SW (mm) D (mm) QUANTITY (pcs) QUANTITY (pcs)
BLMN-0S BLMN-1S BLMN-2S M12X1,5 5 18 19,5 100 10000
BLMN-01 BLMN-11 BLMN-21 M16X1,5 5 22 24,2 50 7000
BLMN-02 BLMN-12 BLMN-22 M20X1,5 6 26 28,6 50 5000
BLMN-03 BLMN-13 BLMN-23 M25X1,5 6 32 350 50 3750
BLMN-04 BLMN-14 BLMN-24 M32X1,5 7 41 461 25 2000

BLMN-05 BLMN-15 BLMN-25 M40X1,5 7 50 515,38 10 1000
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Plastic Cable Glands &
Accessories

Pg Thread Lock Nuts

Hexagonal lock nuts made of polyamide, glass fibre reinforced.
Cable Glands

Intro-IP 68 Polyamide Cable
Glands

Standard Series

Conus Series
Cable Protection Series

Lock Nuts
Blind Stops
Protection Tabs

Metal Cable Glands &
Accessories

Ex-Proof Cable Glands &
Accessories

Stainless Steel Glands

Ventilation Plugs (Pressure
Balance Elements)

Technical Details
Conduit Fittings Material Polyamide 6, 30% glass fibre reinforced

Customer Oriented Products

Pg Thread Lock Nuts

CODES TECHNICAL INFORMATIONS PACKING INFORMATIONS
INNER PACK BOX
RAL 7001 RAL 7035 RAL 9005 SIZE H(mm) SW (mm) D (mm) QUANTITY (pcs) QUANTITY (pcs)
BLN-01 BLN-11 BLN-21 Pg7 5 19 21 = 12.000
BLN-02 BLN-12 BLN-22 Pg9 5 22 24 - 10.000
BLN-03 BLN-13 BLN-23 Pgi1 5 24 26 = 7.500
BLN-04 BLN-14 BLN-24 Pg13,5 6 27 29 - 5.000
BLN-05 BLN-15 BLN-25 Pg16 6 30 33 = 4.000
BLN-06 BLN-16 BLN-26 Pg21 7 36 39 - 2.000
BLN-07 BLN-17 BLN-27 Pg29 7 46 50 = 1.750
BLN-08 BLN-18 BLN-28 Pg36 8 60 66 - 800
BLN-09 BLN-19 BLN-29 Pg42 8 65 72 = 750
BLN-10 BLN-20 BLN-30 Pg48 8 70 78 - 500




